
CombiSeries
Making temperature, pressure and conductivity 
measurement safe and convenient.



Another innovation from Baumer:

The CombiSeries instruments facilitate safe 
and convenient process control
Today’s machinery and systems are becoming more and more 
complex. Monitoring and controlling pressure, temperature and 
conductivity are three of the most important measuring tasks in 
the process industry. Baumer’s goal is to simplify the increasingly 
complex production processes by introducing innovative sensors. 

We have thus developed instruments with a display which are 
perfectly suited for your needs and enables you to react quickly, 
whether locally on site or in your control center.

Why spend time analyzing demanding processes instead of just 
having the display indicate when you need to take action?

To ensure safe and reliable operation, our new CombiSeries®  
is a modular system comprised of: 

�� CombiView® display
�� CombiPress® pressure transmitter
�� CombiTemp® temperature measurement system and new 
CombiLyz® conductivity and concentration measurement sensor

�� Extremely robust and hygienic housings
�� Different process connections 

All instruments are also available without CombiView® display.

Hygienic and robust for your piece of mind
�� Compliant to FDA, 3-A, EHEDG, EU 10/2011
�� Robust compact housing IP69K
�� Long lifetime  

User-friendly for your convenience
�� Big display with touch screen
�� Three color backlight alert signaling
�� Configurable text display 

Smart and Communicative for easy integration
�� 4 … 20 mA current loop signaling
�� HART (optional)
�� Two relay outputs (optional)
�� FDT/DTM interface 

Precise and reliable for high quality production
�� High accuracy
�� High Long-term stability
�� Fast response time
�� Configurable ranges

 
All instruments come factory set, but can also be programmed  
by the user depending on the requirements and needs.

Customized and user-friendly instruments for 
safe and convenient processes.



The success story of Baumer is characterized by tradition and 
innovation. By hardware and software engineers, designers 
or process engineers that see in each new situation an op-
portunity to discover and develop a new solution to innovate. 
The widely accepted CombiSerie including CombiTemp® and 
CombiPress® demonstrate Baumer’s longtime competence in 
measurements instruments for pressure and temperature. With 
the new AFI4 CombiLyz® Baumer extends this series now by a 
very sensitive and precise measurement sensor for conductivity. 
CombiLyz® sets on the proven housing of the CombiSeries, the 

flexible module system and the convenient CombiView® display. 
It is primarily developed for precise analysis and differentiation 
of media in the food and pharmaceutical industries and in water 
treatment technology. In practice, the CombyLyz® is ideally 
suited for use in CIP and SIP processes, for monitoring concen-
trations in liquids, or for phase separation of different media. 
With its new superior design it provides very precise measuring 
and quick response time and ensures low total cost of owner-
ship.

The extended CombiSeries



The CombiView® display
Monitoring and controlling processes is becoming increasingly complex and demanding 
so we developed the CombiView® display to keep monitoring and display functions  
easy yet efficient. All the information you need is detected and displayed so you can see 
it at a glance even from a long distance.

The brilliant solution: The new CombiView® display is fast, easy and safe.

Flexibility  
Can be easily retrofitted in CombiSeriesTM 
instruments PFMx and TFRx

Independence 
Loop-powered instrument so no separate
power is needed for the display

Visible from a distance 
Large numbers in a big display gives 
all information at once

Reachable and visible from everywhere 
Display can rotate 360°

Fast response time 
Increased accuracy

Easy to clean and able to withstand 
high pressure cleaning 

Extremely robust, highly hygienic, 
durable stainless steel housings

Easy programming  
Even while the application is 
running

Customized alarm management 
Colors are fully customizable

Human interface 
Several different visual modes

Touch screen 
Easy and fast to use

Stand-alone instrument 
Wall-mounted stainless steel housing 

for any 4 –20 mA transmitters



Your personal alarm system
 
 
 
 

Why waste more than a second determining whether you 
need to take action? 

Our CombiView® works like a traffic light. No detailed, time-
consuming process analysis is necessary. The display provides 
a clear, eye-catching visual so you immediately know whether 
you need to take action or not.

Red = take action Green = ok

Be your own designer with  
the CombiView® display
First of all, you have the option to choose which CombiSeries 
instruments you want to come with a display and which you do not. 
The good news is that a display can always be easily retrofitted in 
the CombiSeries instrument if your needs change and you want to 
add a display later. 

Furthermore, we have several different visual modes available for 
our CombiView® display (as shown on the right). You can choose the 
interface you like so the information is easy for you to read.

Additional features include:
�� Background color change 
and flashing

�� Error/alarm indication
�� Two relay outputs 

�� Warning message
�� Touch screen programming
�� FlexProgrammer configuration

You can even program the specific messages that you want to be 
displayed. 

CombiView® is also available as a stand-alone display for all kinds 
of analog sensors.

Value
(big/small)

Bar graph  
(vertical/horizontal)

Tank visual
(tank/bottle)

Analog  
(with/without value)

Connection can rotate 345°.
(bottom connection only)

Display can rotate 360°
(in both directions)

Media label 
(customer defined)

Value 
(conductivity)
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Product overview of CombiTemp® 

The CombiTemp® TFRN/TFRH.
The CombiTemp® is a high end temperature transmitter for accu-
rate and reliable temperature measurement in both industrial and 
hygienic applications. The instrument is well suited for temperature 
measurement in all industrial and hygienic applications.

The CombiTemp® TFRH meets the requirements of the respective 3-A 
Sanitary Standard. It is FDA compliant, meets industrial standards 
and fulfills EU directives 10/2011, 1935/2004 and 2023/2006. 

Features Industries Media edge 
conditions

Process connections Wetted parts 
material

Available measure-
ment ranges

Accuracy

Precise Temperature 
measurement
Temperature switch
Various process 
connections
(threaded, hygienic)

Industrial 
Machinery 
Chemical
Water/waste water 
Food & Beverage 
Pharmaceutical

�� TFRN: –50...400°C 

�� TFRH: –50...250°C

�� TRFN: 
Tube without 
connection 
G1/2" DIN, G1/2" ISO 
R1/2" ISO, 1/2"-14 NPT 

�� TRFH: 
G1/2 hygienic 
3A DN38 hygienic 
ISO 2852 clamp 
DN38 and DN51 
Varivent® type N

AISI 316L (1.4404) Length 20...3000 mm 
reduced tip d = 4 mm 
for fast response time

�� TFRN: –50...400 °C 
min. range 25 °C 

�� TFRH: –50...250 °C 
min. range 25 °C

DIN A 1/1
DIN B 1/1, 1/3, 
1/6
Transmitter:
0.1 °C or 0.25 °C 
(dependent on 
type)

Housing Measuring 
principle

Output signal Electrical Connection Interfaces Standards

Stainless steel 
AISI 304 (1.4301)
IP67, IP 69K

Pt100 RTD sensor Pt100 (without 
transmitter and 
display)
4...20 mA
4...20 mA HART
2 x relay contact 
(optional)

M12 plug 5-pin or 8-pin
M16 cable gland

Built in graphical 
display DFON
Display programable 
by touch screen
Display and trans-
mitter via PC and 
FlexProgrammer 
9701

ATEX
Ex ia IIC T5/T6, ATEX 
II 1G
Ex nA II T5, ATEX II 3G
GOST-R

�� TRFH: 3-A

74-06

TFRH
TFRN

Find your local partner: www.baumer.com/worldwide
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For more information about our CombiSeries visit  
www.baumer.com/CombiSeries or ask our experts.
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Product overview of CombiPress® 

PFMH

PFMN

Find your local partner: www.baumer.com/worldwide
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For more information about our CombiSeries visit  
www.baumer.com/CombiSeries or ask our experts.

The CombiPress® PFMN/PFMH.
The CombiPress® is a high end pressure transmitter for accurate 
and reliable pressure measurement in both industrial and hygienic 
applications. The instrument is well suited for hydrostatic level 
measurement as well as line pressure measurement.

The CombiPress® PFMH meets the requirements of the respective 
3-A Sanitary Standard. It is FDA compliant, meets industrial stan-
dards and fulfills EU directives 10/2011, 1935/2004 and 2023/2006. 74-06

Features Industries Media edge 
conditions

Process connections Wetted parts 
material

Available measu-
rement ranges

Accuracy

Precise pressure and 
level measurement
Excellent temperature 
stability
Tank volume lineari-
zation 
Pressure switch 
Flush diaphragm

Industrial 
Machinery 
Chemical
Water/waste water 
Food & Beverage 
Pharmaceutical

–40...+125 °C
–40...+200 °C with 
cooling neck
3 x nominal pressure 
CIP/SIP compatible

�� PFMN: max. 
690 bar

�� PFMN: G1/2" flush 
G1" flush 

�� PFMH: 3A DN38 
hygienic 
ISO 2852 clamp DN38 
ISO 2852 clamp DN51 
Varivent® type N

AISI 316L 
(1.4404)
AISI 316L 
(1.4435)
Hastelloy-C 
(optional)

�� PFMN: 
–1...0 bar to 
0...400 bar 

�� PFMH: 
–1...0 bar to 
0...60 bar

0.1 % FS
0.25 % FS

Housing Measuring 
principle

Output signal Electrical Connection Interfaces Standards Additional 
information

Stainless steel 
AISI 304 (1.4301)
IP67, IP 69K

Piezoresistive silicon 
with liquid filling

4...20 mA
4...20 mA HART
2 x relay contact 
(optional)

M12 plug 5-pin or 8-pin
M16 cable gland

Built in graphical 
display DFON
Programable by 
touch screen or
external Flex-
Programmer 
9701

ATEX
Ex II 1 G, Ex ia IIC 
T5 Ga
Ex II 1 D, Ex ia IIIC 
T100°C Da
Ex II 3 G, Ex nA II T5
GOST-R

�� PFMH: 3-A 
EHEDG (pending)

Reset of zero 
point with 
push-button



Product overview of CombiLyz® 

The CombiLyz® AFI4 meets the requirements of the respective 3-A 
Sanitary Standard. It is FDA compliant, meets industrial standards 
and fulfills EU directives 10/2011, 1935/2004 and 2023/2006.

The CombiLyz® AFI4.
The CombiLyz® is a conductivity transmitter which is used 
to analyze and differentiate media. It provides either the direct 
measured conductivity or the calculated concentration value. 
Additionally the measured temperature is also available as 
output. Due to its hygienic and robust design it meets the 
highest industrial standards.

AFI4
Short version

Baumer Group 
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For more information about our CombiSeries visit  
www.baumer.com/CombiSeries or ask our experts.

AFI4
Long version

74-06

Features Industries Media edge 
conditions

Process 
connections

Wetted parts 
material

Available mea-
surement ranges

Accuracy

Conductivity and 
concentration
Temperature measurement
Fast response time

Food & Beverage 
Pharmaceutical
Water/waste water

–20...+140 °C
150 °C for max. 
1 hour 
 
< 10.0 bar

G1" hygienic
adaptors to most 
hygienic connections

�� Short: PEEK
�� Long: PEEK 
AISI 316L

0...500 μS/cm
0...1,0 mS/cm to 
0...500 mS/cm
0.1000 mS/cm

–30 °C...150 °C

< 1.5 %

< 1.0 %
< 1.5 %

< 0.4 %
(of selected 
range each)

Housing Measuring 
principle

Output signal Electrical 
Connection

Interfaces Standards Insertion 
length

Stainless steel 
AISI 316L (1.4404)
IP67, IP 69K
Compact design

Inductive toroidal 2 x 4...20 mA
4...20 mA HART 
(pending)
2 x relay contact

M12 plug 5-pin 
or 8-pin
M16 or M20 
cable gland

Built in graphical 
display DFON
Programable by 
touch screen or
external Flex-
Programmer 9701

3-A
EHEDG (pending)

�� Short: 37 mm
�� Long: 83 mm



FDT Frame Application

Almost all Baumer instruments can 
be integrated in your FDT compat-
ible frame application, like PACTware. 
Baumer delivers an installation file for 
accessing all available DTM drivers. 
They offer you various functionalities 
like parameterization, monitoring and 
firmware upgrade. 

If you do not own a frame license, you can also use the free downloadable Baumer Flex-
Program which is easy to operate. Please refer also to the download area on our web page.

All instruments of the CombiSeries can run on factory setting or 
programmed to specific customer needs by touch screen on the 
display or the DTM-based FlexProgrammer 9701. After down-
loading the FlexProgram software to your PC and connecting the 
PC to your instrument you can easily set up measuring range and 
unit, damping, alarm values, relay setpoints, screen layout and 

much more. Regarding the conductivity transmitter temperature 
compensation curves for 4 different media are already stored in 
the device and by use of the FlexProgrammer you can create and 
store compensation curves for 4 additional medias.
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Easy Customizing

Find your local partner: www.baumer.com/worldwide

For more information about our CombiSeries visit  
www.baumer.com/CombiSeries or ask our experts. 


