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CombiView DFON
Graphical display

Data sheet DFON

Ordering details

DFON – .
Model
CombiView DFON

Safety
Standard 1
EX II 3G, Ex nA II T5 3
EX II 1 G Ex ia IIC T5 Ga or EX II 1D Ex ia IIIC T100°C Da 5

Relays
Not activated 1
Activated 2

Configuration
None 0
Configured according to customer specification 1

Front ring
None 0
Front ring for FlexHousing (CombiSeries) 2

.
Housing
None 0
FlexHousing wall mounting 2
FlexHousing panel mounting 3
FlexHousing tube mounting DN38 4
FlexHousing tube mounting DN51 5
FlexHousing tube mounting DN64 6

Electrical connection on housing
None 0
1 x M16 plastic cable gland 3
2 x M16 plastic cable gland 4
1 x M16 stainless steel cable gland 5
2 x M16 stainless steel cable gland 6
1 x M20 plastic cable gland 7
2 x M20 plastic cable gland 8
1 x M20 stainless steel cable gland 9
2 x M20 stainless steel cable gland A

Accessories, Software for relays
DFO-SWActivation code for relays (for instruments with not activated relays) 

UnitCom ribbon cable (for retrofitting of DFON on AFIx and PFMx) 11128715

2 x M12, 4 pins stainless steel (female + male) for PF20x
2 x M12, 4 pins stainless steel (female + male) for 4…20 mA
1 x M16 stainless steel cable gland + 1 x M12, 4 pins stainless steel (male) for PF20x
1 x M16 stainless steel cable gland + 1 x M12, 4 pins stainless steel (male) for 4…20 mA
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